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The Advme8027 is a 6U VME board sporting the Intel® Core™2 Duo 
processor; with a clock frequency of 1.5GHz and up to 2GB ECC 
RAM, it is a great platform for any application that requires perfor-
mance and reliability.

The Advme8027 provides many on-board peripherals, including 
Gigabit Ethernet, USB, and CompactFlash; further expansion is pos-
sible thanks to two PMC/XMC slots.

Supporting VME64x and 2eSST, the Advme8027 be used either as a 
system controller or as a non-system controller, with automatic slot 
type recognition.

Advme8027 - 6U Core2 Duo VME Board

 › Intel Core2 Duo L7400 (1.5GHz)
 › Up to 1GB DDR2-400 ECC RAM
 › E7520 chipset
 › 2x Gigabit Ethernet
 › 1x Serial
 › CompactFlash slot
 › 2x PMC slots (64-bit/33MHz)
 › 2x XMC slots (x8 PCI Express)
 › VME64x 2eSST compatible
 › 6U, single slot width
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The new Intel® Atom™ based Advme8028 is a sophisticated 6U VME-
bus CPU board ideally suited for rugged, mobile applications requir-
ing exceptionally low power with great processing capabilities.
 
Advme8028 is available in a range of versions sporting multiple 
CPU clock frequencies, memory sizes and operating temperatures, 
including an extended temperature range of -40 to +85°C.
 
The board provides a full set of interfaces, including 2 PMC slots, 
front panel Gigabit Ethernet, VGA and USB connectors, plus two 
optional COM ports.
 
Advme8028 supports multiple Operating Systems, such as Win7, 
Windows XPe, VxWorks and Linux.
 
 

Advme8028 - Atom VME board

 › Intel Atom processor Z500 series (1.1, 1.33 or 1.6 GHz)
 › Low power consumption
 › On-board DDR2-533 SDRAM (512MB or 1GB)
 › Gigabit Ethernet
 › CompactFlash slot
 › 2x 32-bit/33MHz PMC slot
 › Operating temperature range: 0°C to +70°C, -40°C to +85°C
 › OSs supported: Windows XP Embedded, VxWorks, Linux
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